
HECAT® SAFE-FLUSH® Trans  
Premium Transmission Oil Cooler Flushing Solvent 

 

Transmission Oil Cooler Flushing is required or the New - Reman - Rebuild - Replacement Transmission 
Warranty is Void. This synthetic hydrocarbon blend will dissolve buildups of both the petroleum and 

synthetic derived residues. Best results have been found when used with HECAT® PULSATOR® Flushing 
Equipment, to safely and effectively scrub and remove the oil sludge, varnish, particulates, and buildups 

from the Transmission Oil Cooler and Lines being cleaned. 

SAME FORMULA AS ALWAYS – BUT NO MORE RED DYE 
 

 PART #200016 Sold by the Case (4-1 Gal with 2 Filters)  

 Filters are used with the MARK IV flusher. 

 Ships via UPS Ground (13” x 13” x 13” @ 30 lbs). 

 DOT classification - Currently Not Regulated.  

 Breaks Down Carbonized Oil Buildups & Deposits.                                

 Environmentally Sound & User Friendly. 

 CARB Compliant - Low VOC Consumer Product. 

 No Highly Toxic Fumes. Friendly Citrus Odor.  

 No Need for Special Ventilation Procedures. 

 Miscible with All Types of Lubricating Oils. 

 Compatible with All System Seals, Hoses, & Metals. 

 Used Product is Disposed with Waste Oil Stream. 
.                                                          

LIFETIME WARRANTY available on HECAT® PULSATOR® MARK IV & MARK II Models 
(Requires exclusive us of SAFE-FLUSH® Trans. See details in Equipment warranty statement) 

 

HECAT® Trans Oil Cooler Flushing Line Adapter Kit 
 

 Flushing Adapters to Connect with Most Common Automatic Transmission Oil Cooler Lines.   

 PART # 111719C NOTE: THIS KIT IS INCLUDED with the Purchase of a MARK IV or MARK II Flusher. 

 26 Piece Kit in 12 Comp Storage Box (12 x 9 x 2” @ 7 lbs.) - OE Style QC Sets Also Available Separately↓  
 

 (2) GM (OE ref 24233366) 3/8 Female QC.                 (Part #111729A) 
 (2) Ford (OE ref E1DZ-7D273-A) 5/16 Fem QC.         (Part #111722A) 
 (2) Chrysler (OE ref 52028629) 3/8 Female QC.        (Part #111746A) 
 (2) 14mm x 1.5mm Female “Banjo”. 
 (2) 5/16” SAE Female Inverted Flare.   
 (2) 3/8” SAE Female Inverted Flare.       
 (2) 1/2" SAE Female Inverted Flare.  
 (2) 3/8” (10mm) Beaded Hose Barb with (2) Clamps.  
 (2) 5/16” (8mm) Beaded Hose Barb with (2) Clamps.  
 (2) 3/8” SAE Male Thread Tube Flare.  

 (2) 5/16” SAE Male Thread Tube Flare.              Made in the USA 
                                                                          

                      HEAVY DUTY Oil Cooler Line QC Sets also available 
                          
                               ◄1/2 GM-Allison (OE ref 24236555) Quick Coupler Set. Part #111729B 
                                   5/8 GM-Allison (OE ref 29541729) Quick Coupler Set. Part #111729C ►                                                                                

                                                                                                                                                                    
For Manifold-Peanut Line Connections see the FAD-100 A/C Adapter Kit 


